
SHEET NUMBER ON WHICH DETAIL/
SECTION/ELEVATION IS DRAWN

DETAIL OR SECTION
DESIGNATION (NUMBERS TO
BE USED FOR
DETAILS/ELEVATIONS AND
LETTERS FOR SECTIONS)

G-1.0  COVER SHEET
C-1.0  EXISTING CONDITIONS PLAN
C-2.0  PROPOSED WETLAND IMPACTS
C-3.0  PROPOSED DRAINAGE PLAN
C-3.1  PROPOSED DRAINAGE PLAN (CONT'D)
C-3.2  PROPOSED DRAINAGE PLAN (CONT'D)
C-4.0  DRAINAGE DETAILS & SECTIONS
C-4.1  DRAINAGE DETAILS & SECTIONS (CONT'D)
C-4.2  DRAINAGE DETAILS & SECTIONS (CONT'D)
C-4.3  DRAINAGE DETAILS & SECTIONS (CONT'D)
C-4.4  DRAINAGE DETAILS & SECTIONS (CONT'D)
C-5.0  EROSION CONTROL PLAN
C-5.1  EROSION CONTROL DETAILS

SECTION REFERENCE
(ARROW INDICATES DIRECTION OF VIEW,
PERPENDICULAR TO CUTTING PLANE)

DETAIL REFERENCE
(DETAIL SHOWN ON SAME SHEET)

DETAIL REFERENCE
(DETAIL SHOWN ON INDICATED SHEET)

MATERIAL REFERENCE

SCALE: 1/4" = 1'-0"
DETAIL TITLE
SINGLE REFERENCE

DETAIL TITLE
MULTIPLE REFERENCESCALE: 1/4" = 1'-0"

TYPICAL DETAIL TITLESCALE: 1/4" = 1'-0"

HOLIDAY INN EXPRESS

MARATHON, MONROE COUNTY, FLORIDA

ERP MODIFICATION PLANS

FOR

RE# 100260.0001 & 100260.000102
ADDRESS:  13201 OVERSEAS HIGHWAY

MARATHON, FL 33050
SECTION/RANGE/TOWNSHIP: 05/66S/33E

13201 OVERSEAS HIGHWAY

GENERAL NOTES:

1. ALL FIELD LAYOUT AND SURVEYING FOR CONSTRUCTION OF THIS PROJECT SHALL BE

PROVIDED BY THE CONTRACTOR AT HIS EXPENSE, CONTRACTOR SHALL PROVIDE THE

ENGINEER RECORD DRAWINGS (REDLINES).

2. EXISTING SUBSURFACE UTILITY HORIZONTAL ALIGNMENTS WERE ESTABLISHED

THROUGH THE USE OF AVAILABLE RECORDS AND THEREFORE, ARE SHOWN IN THERE

APPROXIMATE LOCATIONS. THE CONTRACTOR SHALL NOTIFY THE RESPECTIVE UTILITY

COMPANIES NO LATER THAN 48 HOURS PRIOR TO COMMENCING WORK IN A SPECIFIC

AREA. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE VERIFICATION OF ALL

UTILITY LOCATIONS WITHIN THE WORK AREA.  NEITHER THE ENGINEER OR

OWNER/DEVELOPER SHALL BE RESPONSIBLE FOR THESE ITEMS.

3. THE CONTRACTOR SHALL COORDINATE THEIR WORK WITH THE OWNER TO MINIMIZE

SEWER DISRUPTION.  ACCESS TO PROPERTY SHALL BE MAINTAINED AT ALL TIMES.

4. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO SHAPE THE PAVEMENT AT

INTERSECTIONS, STREETS, AND DRIVEWAYS SO THAT POSITIVE DRAINAGE WILL BE

MAINTAINED WITH NO PONDING OF WATER AS A RESULT OF THE NEW CONSTRUCTION.

5. PROPERTY MARKERS SHALL BE PROTECTED BY THE CONTRACTOR. THE CONTRACTORS

REGISTERED SURVEYOR SHALL REPLACE ANY MARKERS THAT ARE DISTURBED.

6. THE CONTRACTOR SHALL PROVIDE AND IMPLEMENT SITE SPECIFIC EROSION AND

SEDIMENT CONTROL PROCEDURES SUCH AS HAY BALES, STAKED SILT BARRIERS,

FLOATING TURBIDITY BARRIER, OR OTHER APPROVED METHODS AS REQUIRED TO

PREVENT THE TRANSPORTATION OF SEDIMENT DOWNSTREAM INTO STREETS, STORM

DRAINS, DITCHES, PONDS, ETC.

7. THE CONTRACTOR SHALL ADJUST (AS REQUIRED) PIPELINE ALIGNMENTS

HORIZONTALLY AND/OR VERTICALLY TO AVOID CONFLICTS WITH ACTUAL FIELD

CONDITIONS AS UNCOVERED DURING CONSTRUCTION.  FIELD ADJUSTMENT SHALL BE

COORDINATED WITH, AND APPROVED BY THE ENGINEER.

8. THE CONTRACTOR SHALL PROVIDE ALL DEWATERING EQUIPMENT NECESSARY TO KEEP

EXCAVATIONS DRY AND SHALL PROVIDE ALL SHORING, SHEETING, AND BRACING

NECESSARY TO PROTECT WORKMEN, ADJACENT STRUCTURES, UTILITIES, EXISTING

PAVEMENT, OR TO MINIMIZE TRENCH WIDTH, AT THE CONTRACTORS EXPENSE.

9. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY IF THE FIELD

CONDITIONS CONFLICT WITH THE PLANS.

10. ALL AREAS AFFECTED BY THIS WORK SHALL BE RESTORED TO  A CONDITION EQUAL TO

OR BETTER THAN EXISTING CONDITION, UNLESS SPECIFICALLY EXEMPTED BY THE

PLANS. THE COST FOR SUCH RESTORATION SHALL BE INCIDENTAL TO OTHER

CONSTRUCTION AND NO ADDITIONAL COMPENSATION SHALL BE ALLOWED.

11. ALL TRAFFIC CONTROL DEVICES, EQUIPMENT AND INSTALLATION SHALL MEET THE

REQUIREMENTS OF THE LOCAL JURISDICTION AND/OR FLORIDA DEPARTMENT OF

TRANSPORTATION.

12. ALL PIPE LENGTHS ARE PLUS OR MINUS. PIPE MEASUREMENTS ARE TO CENTER OF

STRUCTURES OR FITTINGS.

13. ALL NECESSARY FILL AND EMBANKMENT THAT IS PLACED DURING CONSTRUCTION

SHALL CONSIST OF MATERIAL SPECIFIED BY THE SOIL TESTING COMPANY OR ENGINEER

AND BE PLACED AND COMPACTED ACCORDING TO THESE PLANS OR THE REFERENCED

SOIL REPORTS.

14. REQUIREMENTS OF THE SOUTH FLORIDA WATER MANAGEMENT DISTRICT (SFWMD),

MONROE COUNTY, AND THE CITY OF MARATHON REGULATIONS SHALL GOVERN ALL

UTILITY WORK.

15. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL PERMITS PRIOR TO STARTING THE

WORK.
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FDOT INDEX NO. 102

TWO SECTIONS OF SILT FENCE SHALL BE JOINED AS SHOWN ON DETAIL TO LEFT.

ATTACHING TWO SILT FENCES

PLACE THE END

POST OF THE

SECOND FENCE

INSIDE THE END

POST OF THE

FIRST FENCE

DIRECTION OF RUNOFF WATERS

ROTATE BOTH POSTS

AT LEAST 180

DEGREES IN

A CLOCKWISE

DIRECTION TO

CREATE A TIGHT SEAL

WITH THE FABRIC

MATERIAL

DRIVE BOTH POSTS

ABOUT 10 INCHES

INTO THE GROUND

AND BURY FLAP

DAILY AND REPAIR IMMEDIATELY IF

DAMAGED.

6' MAX.

CONTRACTOR TO INSPECT SILT FENCE

NOTE:

FDOT SPEC.)

FILTER FABRIC

(IN COMPLIANCE

WITH SEC. 985

SILT FLOW

10 FT MAX SPACING WITH

WIRE SUPPORT FENCE

6 FT MAX SPACING WITHOUT

WIRE SUPPORT FENCE

SILT FENCE DETAIL

TRENCH WITH NATIVE BACKFILL

NTS

NOTES:

1. INSPECT AND REPAIR FENCE AFTER EACH STORM EVENT AND REMOVE SEDIMENT WHEN NECESSARY.

2. REMOVED SEDIMENT SHALL BE DEPOSITED IN AN AREA THAT WILL NOT CONTRIBUTE TO OFFSITE

SEDIMENTATION AND CAN BE PERMANENTLY STABILIZED.

6"x4" TRENCH

WITH COMPACTED BACKFILL

FILTER FABRIC

ATTACH SECURELY

TO UPSTREAM SIDE OF POST

DIRECTION OF

RUNOFF

STEEL OR WOOD POST

 36" HIGH MAX

POST OPTIONS:

SOFTWOOD 2

1

2

" DIA.

SOFTWOOD 2" x 4"

HARDWOOD 1

1

2

" X 1

1

2

"

STEEL 1.33 LBS/FT.

NTS

J
SILT FENCE DETAIL

C-5.0


